
i

j-

Spectroscopic Measurement of Leaf Water Status
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Abstract - A leaf drying experiment was carried out in the
laboratory in which simultaneous spectral n:flectat_ in the
350-2450 m rcgioa, and leaf weights, were mca.azed at 10
secood intervals over a 40 minute period. As the leaf water
weight &oived from approximately 60 to 38%, a nearly-
linear rise in reileaame at all wavelengths beymtd 1000 nm
was observed. A ixincipal componmts analysis of the time
series of spectra in the 2000-2500 nm wavelength region
showed that over 99% of the variance in the specwa, that wcte
individuallyscaledtohavea sum ¢xlualtothatof the mean
spectrumand subsequentlymean mnecuxl,was in thefast
component.Thisresultshowsthatitisfeasibletodetcmainc

leafwatercontentremotelywith an imagingspectrometer
_t of the sm'fa_ itmdianceeffectscaus_ by
topography.

INTRODUCTION

The remote detection of plant water stress from drooght has
been a major research goal for a number of years for crops [I,
2] and forests [3, 4]. Of importance here is the rebaive water
content (RWC) that is deSmcd as the water volume of a leaf
divided by the maximum water volume at full turgor [4]. The
objective of this study was to develop an algorithm m
determine leaf water content in the physiologically important
range of values, indcpendem of brighmcss associated with
smf,x_ topography and taking into accou_ the natural
variability among vegetation types.

LABORATORY METHOD

The _ _ts consistedof acquiring
rcfl_ spcctraof an illuminatedsinglelargeleaf,
overlyinga whiteI-Ialonstardard,positionedon a balance
with l0-3gm digi_ readoutprecision. The tribemp_-bundte,
spectrometer input probe had a foreoptic that restricted the
view to a 5" full angle aad was pointed veaicaIly at the leaf.
The illumination consisted of two, 50 W quartz- halogen
refkx:m_ lamps situated on opposite sides of the sample,
approximately 45" off normal. The measmmaent
configuration is shown schematically in Fig. 1.

The lampswerepositionedata distanceofapproximately20
cm fromthesampleinordertodrytheleaftoapproximately
60% of itsoriginalweightin approximately40 minute.s.
After _ measurement cycle was completed, the leaves were
further dried in an oven at 60"C overnight and re-weighed to
obtainthedryweight.The reasonthatonlyoneleafwas used
inthecxpeximent,ratlx_thana stackof leavesthatw_Id

more realistically represent the _,tbctam:c of a canopy, was
that the drying rate could be controlled oaly for a single leaf.
The spectrometer used was a VrddSpccrU-FR (Analytical
SpectralDevices,Bonldcr).The spectrometerW_xluiresa
mllcctance spcctrum spanning the wavcleagth range 350-2450
nm in 0.1 seconds.

SPECTRAL MEASUREMENTS

A data set for a leaf consisted of 240 spectra, each of which is
made up of the average of 50 individual spectra, and time
stamped so that for any given measmement spectrum,a leaf
weight and water content were rctlievabtc. Fig. 2 shows the
spectrum of a Basswood 0r//l/a amer/cana L.)leafat the
beginning of the measurement cycle. The reason for the high
reflectance in the infrared plateau around 800 tun is that only
oae leaf is being measured, and the leaf is lying on a white
I-Ialon _ that reflects essentially all the wan.mdtted
light back through the leaf. In a canopy the maximum
reflectance wmlld be lower.

NEAR INFRARED REGION RESPONSE

The region beyotid 100(3 nm exMbits a steadily increasing
w.flectance as a function of time for all wavelengths. This
can be explained by the fact that water.absorbs suxmgly at all
wavelengthsinthisregion.

The behavior of the reflcctame at the absorption maxima for
thmc water featuresat 1191 nm, 1444 tam, 1927 tun ae
shown in Fig. 3. The rrdlectances shown in Fig. 3 incav.ase
marly linearly with decrcase in wat_ content of the leaf.
However, for _ ofremotescn_g,onlytheabsorption
featme at 1191 nm is available for determination of liquid
water contenL sincethefeatures at 1444 tam and 1927 nm are
hidden by deep atmospheric water vapor absorption feaha'es,
that are saturated in these regions.

The region 2000-2400 nm exhibits significant change in
shal_asdryingoccurs,asshowninFig.4. Inparticular,the
featuresassociatedwithcelluloseandligninappearasseparate
peaks in the dry spectrum and as a single peak in the initial

inthedryingscqtr.w.c[5].Inordertobetterdisplay
the spectral behavior with time. the spectra have been
awatged in a three-dimensioml plot shown in Fig. 5. It is
interesting tonotethat the strong features that appearat the
end of the drying cycle, and are assodmed with the dry leaf
spectra, do make their appearance throughout the drying cycle
and, in a very sutxlt_ form. even in the fast fresh leaf



spectrum. This fact makes possible the dewxminafion of the
c_mical composition of fresh lcaves by applying first and
second diffcrev_ techniques to the spectra [5].

DATA ANALYSIS

As shown in Fig. 3, the change in leaf waw.x stares is evident
and reUievable from the depth of the water absorption fcaun¢
at 1191 rim, but the change with water status is small,

requiring very high signal-to-noise ratio in the sensor and an
initial band dqxh, poss_ly for each species. Therefore, it is
important m use an extended segment of the spectrum with a
sufficient number of spectral bands to incrca_ the appm'ent
signal-to-noise ratio, and make use of the changing shape of
the spocmnn as the leaf dries. We propose a technique for
spectmseopic _ of lcaf wa_ status based on the
diagnos6c changes seen in _¢ shape of the reflectance curves
in the 2000 to 2400 nm spcca_ region. It should be
possibic to use imaging _ data in this infianxl
atmospheric window region to infer leaf water status.

The dimcnsiooality and nature of the d_Ting-inducedspectral
changes in the 2000-2400 nm spectral region were examined
with a principal comtxments analysis. We resampled the 400

channels covering this 400 nm range to 200
channels, recreating the 2 nm sampling interval of the
iustnane_t. The mean spcctnan was _ fixxn each

specaum, centering the data on the origin. Then the
covariancc matrix, cigenvalues and associated eigenvccaa's
were calculated. The overwhelming dominance of the fast

cigenvalue indicates a heady linear progression from the fL,'St
spocU-um to the last. The path foUowed by the spectra of the
drying leaf in spo:aal-spa_ is esseatially linear. Fig. 6
shows the fast eigenvecIor which points in the direction of
spectralchangeoftheseriesofdrying-leafspectra.

Fig. 7 illustrates the pr0jcction of each of thc 240 spccua,
from wettest to driest, onto the fLrst eigenvector. Thc_ is a

nearly linear progression of the first dgenvector proj_:tions
of the spccwa. The slope of this line is many times greater
than those shown in Fig. 3, indicating the substantial

increase in sensitivity that results from a joint analysis of
many spectral lx_ls.

SUMMARY AND CONCLUSIONS

The availability of a new. rapid-reading spectrometer has made
it poss_le to develop a high time-resolution image of the

spectral _lectaace response of a leaf to thying. The
simultancous ng:ording of the leaf weight made it possible to
assess the rehtionship between spectral rdl_ and leaf

water content quantitatively. At wavelengths longer than 1.0
$tm, spectral _ inctea_ uniformly as the wa_
content is reduced by drying. The results of a ixincipal
components analysis show that. when the leaf is dried, the
2000-2400 nm spectral region exlfibRs the greatest spectral
change, indepeadeat of albedo change. This result leads to the

conclusion that a quantitative method can be _ to

racasu_ leaf water content remotely by imaging

_e, ay. A multi_ scanner such as Landsal with
one band in this spectral region, or even a scanner with
several bands would not provide sufficient data for this
method. The level of precision can be _ to be on the
onlerof +1% with a sensor such as AVIRIS. Further study

will be n:quired to assess 0_ level of accuracy that can be
uncka" the conditions of remote sensing using the

proposed principal components med_od.
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Figure 1. Schcma_c _ ofll_ spcctral and mass
measurements.
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Figure 3. Ph,)L'; of the rcfl0_Lancc levels of thc

mintmaof thrc.c water features: 1191, 1444

and 1927 nm, Lop Ix) [x)tU.om rcsW.ctivcly.

Figurc 6 f-_r,,i e_gcnvc_-tor of the 2000 24(.X] nm

',lX_'clm, indicating file ._ctral dircclion of

thc dDqng lratector 3,
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Figurc 4. Thc 2000-2400 nm range, _pectra I, 60,
120, 180, 240.

Figure 7. The projection of d_." dam onto the firsl

cigenvoc/or, indicating position along the

drying mUeclory


